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MffiyPMPNTS T P THE c^JMS: 
Claim 1 . (cancelled) 

2. (wiihdrawn) 

3. (cmTenrty amended): A two-way CATV system oooording lo c^m 1, cofpppsing: 

at least one bidirectional amplifier provided on a CATV transmission path for 
connecting a CATV center fiiation to a subscriber home: 

bias voltage superposing means for superposing, with a bias voltage within a 
bidirectional amplifier at The temiinal of said at least one bidirectiopal Mnplifigr, a downstream 
sifioial Transmitted along a coaxial transmission path subordinate to the bidirectional amplifier at 
the terminal; and 

bias current adjusting load means, provide^^ at the end of said coaxial transnussion 
path, for ^etpng the bias current corresponding an application of the bias voltage superposed 
bv said bias voltage superposing means and far flowing a unjfofry^ current on said coaxial 
transmission path; and 

wherein said bias current a<Uusting load means is a resistmice element in parallel 
connection to a temiinating resistance element . 

4. (cuTrently amended): A two-way CATV system according to claim 1, comprising: 

at leasT one bidirectional amplifier provided on a CATV transmission path for 

connecting a QAJV cepter station to a subscriber home; 

bias voltage superposing means for superposing, with a bias voltage within a 

bi4irectional amplifier at the tCTminal of said at least one bidirectional amplifiefT a downsir^ani 
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Signal itansmi tied along a coaxial transmission patli subordinate TQ the bidirectional amplifier 

bias current adjiistin^ load means, provided at the end of said coaxial transmissioii 
path, for setting the bias current corresponding to an application of the bias vottape superposed 
by said bias voltage superposing means and for flowing a ^nifo^^^ curreni on said coaxial 

wherein said bias current a4iusung load means is constructed of an impedance 
element including at least one of an inductor element and a capacitor element in parallel 
connection to a lermmaiinp resistance elemenc . 

5-14. (withdrawn) 
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